NOTE - Entire perimeter of unit base requires support when elevated above the mounting surface.
1 Service Clearance - Required for removal of serviceable parts.

Clearance to Combustibles - Required clearance to combustible material.
Minimum Operation Clearance - Required clearance for proper unit operation.

% 90 1/8" (2289)
GAS SUPPLY
INLET
OUTDOOR ——CONDENSATE
AIR HOOD / - DRAIN
‘ il [ Te ;
7 7 § fiﬁ, 1 / i
Q Q 4 T 2
- GAS SUPPLY
OUTLET 4" |-
283/4"(730) |  (For Bottom (102) 2
Gas Supply Only) =
[] 90 1/8" (2289) s
Note: Models with four outdoor
fans shown.
/ Dimension clearances are for all E N D VI EW
sizes.
A C Top
1T Unit Clearance
in. mm in. mm in mm in. mm Clearance
Service Clearance 60 1524 | 36 914 36 934 66 | 1676
Clearance to Combustibles 36 914 1 25 1 25 1 25 Unobstructed
Minimum Operation Clearance 45 | 1143 36 914 | 36 @ 914 41 | 1041

12 3/8" (314)

60 1/2" (1537)

41/4
(108)

BB

5 5/8"

BOTTOM RETURN
AIR OPENING

(143)

28 3/8" (721)

ALTERNATE (THRU 7/0

THE BASE)
CONDENSATE DRAIN
LOCATION

1 5/8 in. (41 mm)
Diameter

15
(381)

OTTOM SUPPLY
AIR OPENINGS

41/2" -
(114)

%

o8"

(711)

20"
(508)

K

28" (711)

12 3/8" (314)
4" (102)—=|

BOTTOM
POWER/GAS

oy

T (102)

O C

ENTRY DD
5 X 8 inches (127 X

50" - 59"

203 mm)

\—C NTER OF

GRAVITY

T 39 1/4" - 42 1/2]

CcC

TOP VIEW (Base)

132 5/8" (3369)

—FLUE
g OUT LET
O

|1
J [ |
FORKLIFT SLOTS 4*

(Front and Left Side Only)

107 97/128" (2737)

24 111/128" (632)

FRONT VIEW

ILIENMN >

Enlight™ Packaged Gas / Electric Rooftop Units - High Efficiency

Series: Enlight™

Nominal Cooling Capacity (Tons):15-30 Ton

Model: LGT

LGT

Scale: N.T.S.
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